CTLITHOMPSON Compaction Testing
[ I N CORPORATED |

Report Date: 07/30/2021
Test Method: ASTM D 6938

Client:

Project:

Connell Resources, Inc.
7785 Highland Meadows Pkwy, #100

FC08010.010F-310

Water's Edge - Developer Lots

Fort Collins Fort Collins, CO 80528 Richards Lake Rd & Brightwater Dr
400 North Link Lane Ft Collins, CO
Fort Collins, CO 80524 ’
Phone: 970-206-9455
Test Results
Maximum In Place In Place
Optimum Dry In Place Dry Wet Probe
Retest Soil Moisture |Density (pcf)| Moisture Density Density Depth Percent Min Comp.
Test # Of Test Date Proctor ID Method | Classification (%) (%) (pcf) (pcf) (in) Compaction (%) Remark
9 07/26/21 3 698B Cohesive 155 113.0 17.2 112.5 131.9 10 100 95 A
10 07/26/21 3 698B Cohesive 155 113.0 155 109.1 126.0 10 97 95 A
11 07/26/21 3 698B Cohesive 15.5 113.0 16.0 112.6 130.6 10 100 95 A
Test Information
Gauge
Test # |Test Location Elevation |Reference Make / Model / SN / Calibrated Field Technician
9 Sub-Excavation and Backfill: Pod 12, N1472533.3 and E3125868.0 5,087.1 |Feet above sea level XPLORER /3500 / 3385 / 01/26/2018 |Pappert, Jack
10 |Sub-Excavation and Backfill: Pod 12, N1472477.9 and E3125969.2 5,089.0 |Feet above sea level XPLORER /3500 / 3385/ 01/26/2018 |Pappert, Jack
11 |Sub-Excavation and Backfill: Pod 12, N1472369.2 and E3126045.2 5,089.7 |Feet above sea level XPLORER /3500 / 3385/ 01/26/2018 |Pappert, Jack
Remarks Comments

A: Test results comply with specifications.

Tests are "Direct Transmission" (Method A) unless probe depth is noted as
"Backscatter". Gauge calibration data on file with the testing agency.

This report presents opinions formed as a result of our observations of fill placement and the test results shown above. Test data are not the sole basis for opinions

whether the fill meets project specifications. The contractor is responsible to apply necessary compaction effort and moisture to comply with project specifications.

Our test results, observations and opinions do not constitute acceptance of the work.
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